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Applications: Balance, Pricing Scale, Counting Scale

Hi##K Specification

#EEfTE  Rated Capacities
#EEEm i Rated Output

k43Pt Non-linearity

B Hysteresis

G  Repeatability

i %% /0% (20%4%) 20mins Creep/DR

IR % Temperature Effect On Output
FENRIER % Temperature Effect On Zero
FECTH Zero Balance

#APHHT  Input Impedance

# T Output Impedance

##%PAPT  Insulation Impedance

Z4iE#ER  Safe Overload

FRRIE#EE  Ultimate Overload

TAEME# @ Operating Temperature Range
#ETEREME Recommended Excitation
RAKTAERBE Maximum Excitation

¥& Construction

Bk %54 Protection Class

W44 Cable

@AM~ Recommended Platform Size

#4777, Mode of Connection

0.02, 0.05 (kg
0.5 £0.15mV/V

0.03 %F.S
0.03 %F.S
0.03 %F.S
0.3 %F.S
0.3 %F.S/10°C
0.3 %F.S/10°C
+£0.0500 mV/V
1115+£10% Q
1000+£10% Q
=1000 MQ
150 %F.S
200 %F.S
-20~60 C
5~12 VDC
15 VDC
$F-44 Aluminum Alloy
IP65
@0.8%x8 cm
¢55 mm

AL: |+, M. HiE-, & G954+, A E9%-

Red (EXC+) ,Black (EXC-) ,Green (SIG+) ,White (SIG-)




